
HDTV aerial shooting
1080p
Weight: bare bone 50g
Dimension: 4x4x7cm
280mA @12V
DVB-T EN-300 744

Search, Rescue, Defense
1080p, H.264 only
Weight: bare bone 55g
Dimension: PCBA 10x7cm
DC 5V or 9~16V, 800mA @5V
HDMI or CVBS in
DVB-T EN-300 744
Low latency ~100ms
AES 128

Easy, Real time, Reliable
Camera + HV-202
1080p, Mpeg2/ H.264
DC 9~24V, 1A@12V
HDMI or HD-SDI in
ISDB-T ARIB STD-B31
ISDB-Tb ABNT NBR 15601
DVB EN-300 744

FPV 

UAV

Long Range 1~100KM Wireless HD Transmission

1080
Full HD

Skyscraper Elevator Surveillance

T E R R E S T R I A L
ISDB-T

Easy HD Expressway!

DC-103HV-202

HV-310E

Monitor, Research, Safety
1080p
Dimension: 4.2x4.2x6.5cm
500mA@12V
HD/SD dual streams
Rotary channel switch
Remote configuration 
DVB-T EN-300 744

Rural Area Surveillance

DC-099



Professional 4-band 100~2500MHz
Professional grade modulation error rate (MER)
MER >39dB@V-band, >39dB@470-950 MHz, 
>36dB@950-1900MHz, >34dB@1900-2500MHz

HV-200 PRO FullHD DVB-T, ISDB-T/-Tb Tx (HDMI/AV-in)   
HV-202 PRO FullHD DVB-T, ISDB-T/-Tb Tx (HDMI/ HD-SDI-in) HDMI or CVBS to DVB-T. Support H264 only

170-1350MHz, +16dBm @666MHz.
The most cost-effective solution to distribute HDMI or CVBS. All 
DVB-T compliant receivers can receive its signal easily.

HV-310E FullHD DVB-T Transmitter 

RF Output Level -3dBm @70-950 MHz (105 dBuV) , 
HV-100EH is HAM TV version support 1200-1350 MHZ 
-18~-20 dBm (88~90 dBuV) typically.

HV-100E Full HD DVB-T Transmitter (HDMI/AV-in)
HV-102E Full HD DVB-T Transmitter (HDMI/ HD-SDI-in) All new camera outputs the captured HD video in digital TV signal. 

1/2.8" SONY Exmor CMOS 2 /1.3 Megapixels Progressive image Sensor
RF Output Level -3dBm @170-950 MHz 

DC-103 1080p FPV DTV CAM

All new camera which outputs the captured 
HD video in digital TV signal. 1/2.5” CMOS 
Sensor, 2 Megapixel 1920 x 1080
RF Output Level 0dBm @ 170~950MHz

DC-099 1080p DTV CAM
Support 170~950MHz, B/W: 2~4 or 5~8MHz by switch
Video: MPEG-2 MP@ML/HL, MPEG4 AVC/H.264 MP@L4.1/ HP@L4.1
Audio: MPEG-1 layer I/II, MP3, MPEG-2 layer II/ AAC, MPEG-4 HE-AAC
HDMI or Composite output

HV-110 digital HAM TV Receiver

RX 70~950MHz, Tx 70~950MHz & 1200~1350MHz
TV RF signal is demodulated to a transport stream, 
then modulated to a new TV RF signal with fully h/w 
digital processing without any MER loss or any noise 
addition.

BR-101 DVB-T, ISDB-T/-Tb digital Repeater

www.HiDes.com.tw
Purchase using the eBay store or iDealEZ links from our website
Easy HD Expressway!

Booth# S1-H49, DWTC, Dubai

Easy HD Expressway!

Support DVB-T and ISDB-T/-Tb
Powered from the USB bus.
Standard 1/2/3/4/5/6/7/8 MHz bandwidth
Support 4-band 100~2500MHz
PRO MER >39dB@V-band, >39dB@470-950 MHz
>36dB@950-1900MHz, >34dB@1900-2500MHz

UT-210 PRO USB DVB-T, ISDB-T/-Tb Transmitter
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